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GENERAL NOTES

CONSTRUCTION DETAILS - 1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT.
- g IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER-
A f§g$éLL2N§M?NSI§§D S T O e nEe BENDS ) D CONTROLLER WITH ALL NECESSARY EGUIFMENT 2. THE CONTRACTOR SHALL INSTALL ALL CONDUIT PRIOR TO SIDEWALK AND RAMP CONSTRUCTION.
| - . THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. THE CONTRACTOR SHALL BE RESP
| B.'ixSTéﬁéNée(gogg. ?Tgﬁ%NPO;chégHDéG;ggEgE;g)FT. “T” DIMENSION 38 FT. MAST ARM, FOUNDATION, LED TRAFFIC SIGNAL HEADS, e I NG AND PROPERLT LaBELING ALL SIGNAL EaBLEe: E RESPONSIBLE
2 1-3 IN. : : - . 4. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
C. INSTALL 16.5 FT. STEEL POLE WITH LOWER 15 FT. “T” DIMENSION TWIN 50 FT. AND 60 FT. MAST ARMS (CUT 50 FT. MAST ARM TO 38 5. SEE GENERAL INFORMATION SHEET FOR CONTROLLER. SIGNAL POLE. APS ASSOCIATED SIGNAL HEADS AND PUSHBUTTONS.
* FT.). FOUNDATION., LED TRAFFIC SIGNAL HEADS. VIDED DETECTION CAMERAS. AND SIGNS (NOTE: 1-3 IN. PVC 90 DEGREE BEND). VIDEQ DETECTION CAMERA, TRAFFIC SIGNAL HEAD. AND SIGN LAYOUTS.
D. INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION., LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, ACCESSIBLE PUSHBUTTON 6. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION
_ AND R10-4(1)MOD SIGN TO READ “PUSH BUTTON TO CROSS MAIER ROAD” (NOTE: 1-3 INCH PVC 90 DEGREE BEND). " AND CONDUIT BY HAND. 3
E. INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) = FOR PROPOSED UNDERGROUND TELEPHONE. 7. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MDSHA STANDARDS.
" SERVICE. CAP AND MARK CONDUIT. AND LEAVE A 1 FT. STUB WITH PULL STRING AT UTILITY POLE FOR USE BY OTHERS. | 8 THE Sggéﬁéégoﬁua?ﬁkkRE§R§EILE“EEP§SEBE§Eopﬁ%ﬁHA§°pﬁé?é§EILLOCAT‘DNS PRIOR TO INSTALLATION.
F. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT { TRENCHED) - FOR PROPOSED UNDERGROUND FOWER SERVICE. ' 10.ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST
~ CAP AND MARK CONDUIT. AND LEAVE A 1 FT. STUB WITH PULL STRING AT UTILITY POLE FOR USE BY OTHERS. i o i |
. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDULT C(TRENGHED). S ] ROADWAY PROFILE GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES AS SPECIFIED [N MD 816.03., MD 818.01., MD 818.02,
N INSTALL. 2 IN. - SCHEDULE 80 RIGID PVG ELEGTRICAL GCONDUIT (TRENGHED) . | o o ' MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT. L
©INeTALL 4 1IN, D e o0 R Ve ELECTRICAL CoNBUIT moaegyEl!s | | - ] 11.ALL ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE DELIVERED TO THE SHA SIGNAL SHOP FOR TESTING AND
J.  INSTALL ' uL | CTRICAL CONDUIT (BORED). | . \ PROGRAMMING PRIOR TO INSTALLATION. CONTACT MR. EDWARD RODENHIZER AT 410-787-7650 TO COORDINATE.
Ko INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). | * 12.THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALKS ON NEWLY CONSTRUCTED RAMPS.
L. INSTALL METERED SERVICE PEDESTAL. £%~ f 13.LOCATION OF ACCESSIBLE PEDESTRIAN PUSHBUTTONS MUST MEET
M. INSTALL ELECTRICAL HANDHOLE. o ; - LOCATION REQUIREMENTS OF MUTCD SEC. 4E.09 AND FIG. 4E.2:
N. INSTALL 12 IN. HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR CROSSWALK. . o 1 l AND THE NCHRP PUBL ICATION. “ACCESSIBLE PEDESTRIAN
0. INSTALL 24 IN. HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR STOPLINE. - SIGNALS: GUIDE TO BEST PRACTICE.” IF NOT MET. THE
\ oz .
P. INSTALL 5 IN. HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING. | i o CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATIONS
Q. INSTALL 5 IN. HEAT APPLIED DOUBLE YELLOW PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARKING. 55 UNTIL A DESIGN WAIVER IS OBTAINED. APPROVED BY THE STATE OF MARYLAND
R. INSTALL SHA STD. MD 655.40 24 IN. DETECTABLE WARNING SURFACE (SURFACE APPLIED) (SEE NOTE 14). . | DIRECTOR. OFFICE OF TRAFFIC AND SAFETY. DEPARTMENT OF TRANSPORTATION |
.. S. INSTALL 5 IN. SIDEWALK. 5 FEET WIDE (SEE NOTE 15 AND 16). 14.PLACE 24 IN. WIDE DETECTABLE WARNING SURFACE AL ONG STATE HIGHWAY ADMINISTRATION
T. INSTALL SHA STD. MD 655.11 SIDEWALK RAMP (5 FT. x 5 FT. LANDING 8 FT. SIDE FLARES). , | ! ' THE FULLY DEPRESSED PORTION OF THE PROPOSED RAMPS. OFFICE OF TRAFFIC & SAFETY
’ ' U. INSTALL NON-INVASIVE MICROLOOP PROBE SET. ' THE MAT SHALL NOT EXTEND ONTO THE SIDE FLARES. TRAFFIC ENGINEERING DESIGN DNMISION
V. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED). I 1o TR O o CONCRETE SIPENALK SN e e Eeer
Y REIGUE ELISTING SIUENALE W S, COVSTRLET NEN CURS A0 Ti 45 cessutr. 1 R, B T B LR I L e US| UASHINGTON BOLLEVARD) M MAIER 040
Y. INSTALL GROUND MOUNTED SIGN AND ASSOCIATED FLAGS ON TWO 4 IN. X 6 IN. WOOD | | // 70 THE NEAREST JOINT. | .
" POSTS. SHA DISTRICT FORCES WILL REMOVE SIGNS THREE MONTHS AFTER INSTALLATION. o : - ’)%// | | o - ' .
'Z. INSTALL GROUND MOUNTED SIGN ON TWO 4 IN. X 6 IN. WOOD POSTS. [ | | | ' . g ‘
AA.REMOVE EXISTING GROUND MOUNTED SIGN AND SUPPORTS. o \ - | APPROVALS | REVISIONS | TRAFFIC SlGNAUZAT.ON PLAN
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